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DETAILED ACTION 

Continued Examination Under 37 CFR 1.114 

1 . A request for continued examination under 37 CFR 1.114, including the fee set 
forth in 37 CFR 1 .1 7(e), was filed in this application after final rejection. Since this 
application is eligible for continued examination under 37 CFR. 1.1 14, and the fee set 
forth in 37 CFR 1 .1 7(e) has been timely paid, the finality of the previous Office action 
has been withdrawn pursuant to 37 CFR 1.114. Applicant's submission filed on 
6/6/2007 has been entered. 

Remarks 

2. Claims 1-5,7-18,21-28,30-38 are pending. 

Claim Rejections - 35 USC § 103 

3. The following is a quotation of 35 U.S.C. 103(a) which forms the basis for all 
obviousness rejections set forth in this Office action: 

(a) A patent may not be obtained though the invention is not identically disclosed or described as set 
forth in section 102 of this title, if the differences between the subject matter sought to be patented and 
the prior art are such that the subject matter as a whole would have been obvious at the time the 
invention was made to a person having ordinary skill in the art to which said subject matter pertains. 
Patentability shall not be negatived by the manner in which the invention was made. 

This application currently names joint inventors. In considering patentability of 

the claims under 35 U.S.C. 103(a), the examiner presumes that the subject matter of 

the various claims was commonly owned at the time any inventions covered therein 

were made absent any evidence to the contrary. Applicant is advised of the obligation 
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under 37 CFR 1 .56 to point out the inventor and invention dates of each claim that was 
not commonly owned at the time a later invention was made in order for the examiner to 
consider the applicability of 35 U.S.C. 103(c) and potential 35 U.S.C. 102(e), (f) or (g) 
prior art under 35 U.S.C. 103(a). 

4. Claims 1-5,7-18,21-28,30-38 are rejected under 35 U.S.C. 103(a) as being 
unpatentable over Gombocz et al. C Gombocz ' hereinafter) (Publication Number 
2002/0156792) in view of Wongetal. (' Wong ' hereinafter) (Patent Number 6,889,229) 
and further In view of Burstein et al. C Bursteln ' hereinafter) (Patent Number 7,076,541). 

As per claim 1 , Gombocz teaches 

In a multi-tier server system that includes a back end server at a first tier and a 
plurality of additional servers at a middle tier, each additional server using multiple types 
of data objects that must be defined on the plurality of additional servers before the data 
objects can be used by the plurality of middle tier servers, a method for deploying one 
or more data types from the back end server to the plurality of middle tier servers in a 
manner that maintains consistency and compatibility in the definitions of the data types 
and in code associated with each data type as stored on each middle tier server in the 
system, the method comprising: (see abstract and background) 

an act of creating a special table in a database of the back end server, the 
special table including one or more fields for storing data identifying data types used by 
the plurality of middle tier servers and corresponding code for enabling use of each of 
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the data types, the database of the back end server acting as a repository for each data 
type used by any of the plurality of middle tier servers, . . . and the corresponding code 
required to enable use of the data types by the plurality of middle tier servers; (data 
type, access and structure definition tables, application type, database definition 
generator, application/database definition generator enables detection of structural and 
functional information necessary for standardization, paragraph [0194]-[0195]) 

an act of identifying a data type to be deployed from the back end server to the- 
one or more of the plurality of middle tier servers; (application/database definition 
generator enables detection of structural and functional information necessary for 
standardization, paragraph [0195]) 

an act of obtaining an extended assembly that corresponds to the data type to be 
deployed, the extended assembly including data obtained from the special table, 
including data identifying the data type, one or more definitions of the data type, and the 
code for enabling processing of data corresponding to the data type; 
(application/database definition generator enables detection of structural and functional 
information necessary for standardization, paragraph [0195]) 

and an act of transmitting the extended assembly to the one or more middle tier 
servers of the plurality of middle tier servers in the multi-tier system such that the data 
type, as transmitted to and received by the one or more of the plurality of middle tier 
servers in the multi tier system, is consistent and compatible with a data type of the 
same kind stored on other middle tier servers in the system, (information interchange 
with components, paragraph [0196]) 
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Gombocz does not explicitly indicate "and the back end server acting as a single 
and centralized source from which each of the plurality of middle tier servers obtains all 
data types used by any other of the plurality of middle tier servers". 

However, Wong discloses "and the back end server acting as a single and 
centralized source from which each of the plurality of middle tier servers obtains all data 
types used by any other of the plurality of middle tier servers" (master site, column 6, 
lines 14-20). 

It would have been obvious to one of ordinary skill in the art at the time the 
invention was made to combine Gombocz and Wong because using the steps of "and 
the back end server acting as a single and centralized source from which each of the 
plurality of middle tier servers obtains all data types used by any other of the plurality of 
middle tier servers" would have given those skilled in the art the tools to improve the 
Invention by maintain database types across networks. This gives the user the 
advantage of not having inconsistent types. 

Neither Gombocz nor Wong explicitly indicate "and such that the plurality of . 
middle tier servers each obtain all data ... from the single and centralized source which 
operates at a different tier than the plurality of middle tier servers". 

However, Burstein discloses "and such that the plurality of middle tier servers 
each obtain all ... types from the single and centralized source which operates at a 
different tier than the plurality of middle tier servers" (a back-end server, column 6, lines 
29-34). 
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It would have been obvious to one of ordinary skill in the art at the time the 
invention was made to combine Gombocz . Wong and Burstein because using the steps 
of "and such that the plurality of middle tier servers each obtain all ... types from the 
single and centralized source which operates at a different tier than the plurality of 
middle tier servers" would have given those skilled in the art the tools to improve the 
invention by allowing a particular function to be centralized on a particular server. This 
gives the user the advantage of only having to update a single server 

As per claim 2, Gombocz teaches 

an act of creating logic modules in the-one or more of the plurality of middle tier 
servers that enable the one or more of the plurality of middle tier servers to query for the 
extended assembly, (paragraph [0065]) 

As per claim 3, Gombocz teaches 

the back end server includes a relational database, (paragraph [0032]) 
As per claim 4, Gombocz teaches 

the back end server comprises an SQL server, (paragraph [0032]) 



As per claim 5, Gombocz teaches 
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the one or more of the plurality of middle tier servers includes an email server, 
(paragraph [0137]) 

As per claim 7, Gombocz teaches 

the act of identifying the data type to be deployed includes determining that the 
one or more of the plurality of middle tier servers has requested the extended assembly, 
since the one or more of the plurality of middle tier servers are not yet enabled for the 
data type, (paragraph [0065]) 

As per claim 8, Gombocz teaches 

an act of adding a new middle tier server to the multi-tier system, and wherein 
the new middle tier server comprises the one or more of the plurality of middle tier 
servers that has requested the extended assembly, (paragraph [0134]) 

As per claim 9, Gombocz teaches 

an act of creating one or more object tables that are linked to the special table 
and that include additional information defining the data type to be deployed, such that 
the extended assembly also includes the additional information, (paragraph [0207]) 

As per claim 10, Gombocz teaches 

In a multi-tier server system that includes a back end server at a first tier and a 
plurality of additional servers at a middle tier, each additional server using multiple types 
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of data objects that must be defined on the plurality of additional servers before the data 
objects can be used by the plurality of middle tier servers, a method for deploying one 
or more data types from the back end server to the plurality of middle tier servers in a 
manner that maintains consistency and compatibility in the definitions of the data types 
and in code associated with each data type as stored on each middle tier server in the 
system, the method comprising: (see abstract and background) 

an act of modifying a special table in a database of the back end server, the 
special table including one or more fields for storing data that identifies data types used 
by the plurality of middle tier servers and includes corresponding code for enabling use 
of each of the data types, the database of the backend server being a repository for 
each data type used by any of the plurality of middle tier servers, . . . and the 
corresponding code required to enable use of the data types by the plurality of middle 
tier servers ... the act of modifying including at least one of modifying the stored data 
within the one or more fields and adding new stored data to the one or more fields; 
(data type, access and structure definition tables, application type, database definition 
generator, application/database definition generator enables detection of structural and 
functional information necessary for standardization, paragraph [0194]-[0195]) 

an act of identifying a data type to be deployed from the back end server to one 
or more of the plurality of middle tier servers; (application/database definition generator 
enables detection of structural and functional information necessary for standardization, 
paragraph [0194H0195]) 
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an act of obtaining an extended assembly that corresponds to the data type to be 
deployed, the extended assembly including at least one of the modified stored data and 
the new stored data as obtained from the special table, including data identifying the 
data type, and the executable code that, when executed, enables the one or more 
middle tier servers to process the modified stored data or the new stored data 
associated with the data type; (application/database definition generator enables 
detection of structural and functional information necessary for standardization, 
paragraph [01 94H01 95]) 

and an act of transmitting the extended assembly to the one or more middle tier 
servers of the plurality of middle tier servers in the multi-tier system such that the data 
type as transmitted to and received by the one or more of the plurality of middle tier 
servers in the multi tier system is consistent and compatible with a data type of the 
same kind stored on other middle tier servers in the system, (information interchange 
with components, paragraph [0196]) 

Gombocz does not explicitly indicate "and the back end server acting as a single 
and centralized source from which all middle tier servers obtain all data types used by 
any other of the plurality of middle tier servers". 

However, Wong discloses "and the back end server acting as a single and 
centralized source from which all middle tier servers obtain all data types used by any 
other of the plurality of middle tier servers" (master site, column 6, lines 14-20). 

It would have been obvious to one of ordinary skill in the art at the time the 
invention was made to combine Gombocz and Wong because using the steps of "and 
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the back end server acting as a single and centralized source from which all middle tier 
servers obtain all data types used by any other of the plurality of middle tier servers" 
would have given those skilled in the art the tools to improve the invention by maintain 
database types across networks. This gives the user the advantage of not having 
inconsistent types. 

Neither Gombocz nor Wong explicitly indicate "and such that the plurality of 
middle tier servers each obtain all data ... from the single and centralized source which 
operates at a different tier than the plurality of middle tier servers". 

However, Burstein discloses "and such that the plurality of middle tier servers 
each obtain all data ... from the single and centralized source which operates at a 
different tier than the plurality of middle tier servers" (a back-end server, column 6. lines 
29-34). 

It would have been obvious to one of ordinary skill in the art at the time the 
invention was made to combine Gombocz . Wong and Burstein because using the steps 
of "and such that the plurality of middle tier servers each obtain all data ... from the 
single and centralized source which operates at a different tier than the plurality of 
middle tier servers" would have given those skilled in the art the tools to improve the 
invention by allowing a particular function to be centralized on a particular server. This 
gives the user the advantage of only having to update a single server. 



As per claim 1 1 , Gombocz teaches 



Application/Control Number: 1 0/602, 1 26 Page 1 1 

Art Unit: 2168 

an act of determining whicli of the plurality of middle tier servers should be sent 
the extended assembly, (paragraph [0065]) 

As per claim 12, Gombocz teaches 

detemriining which of the plurality of middle tier servers should be sent the 
extended assembly comprises the acts of: sending data associated with the data type to 
the one or more of the plurality of middle tier servers; (paragraph [0065]) 

and receiving one or more requests for the extended assembly from the one or 
more of the plurality of middle tier servers upon the one or more of the plurality of 
middle tier, servers identifying that the data associated with the data type cannot be 
processed at the one or more of the plurality of middle tier servers, (paragraph [0207]) 

As per claim 1 3, Gombocz teaches 

the back end server includes a relational database, (paragraph [0032]) 
As per claim 14, Gombocz teaches 

the back end server comprises an SQL server, (paragraph [0032]) 
As per claim 15, Gombocz teaches 

the one or more of the plurality of middle tier servers includes an email server, 
(paragraph [0137]) 
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As per claim 16, Gombocz teaches 

the act of modifying includes adding new stored data corresponding to a new 
data type not previously enabled in the multi-tier system prior to adding the new stored 
data, (paragraph [0070] 

As per claim 17, Gombocz teaches 

In a multi-tier server system that includes a back end server at a first tier and a 
plurality of additional servers at a middle tier, each additional server using multiple types 
of data objects that must be defined on the plurality of additional servers before the data 
objects can be used by the plurality of middle tier servers, a method for deploying one 
or more data types from the back end server to the plurality of middle tier servers in a 
manner that maintains consistency and compatibility in the definitions of the data types 
and in code associated with each data type as stored on each middle tier server in the 
system, the method comprising: (see abstract and background) 

an act of adding a new middle tier server to the multi-tier system, the new middle 
tier server being configured to utilize extended assemblies that are obtained from the 
back end server, the back end server acting as a repository for storing each data type 
used by any of the plurality of middle tier servers, . . . and corresponding code required 
to enable use of the data types by the plurality of middle tier servers ... the extended 
assemblies being configured to enable the use of one or more data types that are 
defined by data and enabled by executable code that is contained in the extended 
assemblies; (data type, access and structure definition tables, application type, 
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database definition generator, application/database definition generator enables 
detection of structural and functional information necessary for standardization, 
paragraph [0194H0195]) 

an act of determining which of the one or more data types are to be deployed 
from the back end server to the new middle tier server, wherein the act of determining is 
based at least in part on a request by the new middle tier server for data to enable use 
of one or more data types; (application/database definition generator enables detection 
of structural and functional information necessary for standardization, paragraph [0194]- 
[0195]) 

an act of obtaining one or more extended assemblies corresponding to the one 
or more data types that have been determined to be deployed, each of the one or more 
extended assemblies including data and executable code obtained from a special table 
stored in a database of the back end server, the special table including one or more 
fields for storing data identifying data types and corresponding code for processing data 
associated with the data types; (application/database definition generator enables 
detection of structural and functional information necessary for standardization, 
paragraph [01 94]-[01 95]) 

and an act of transmitting, to the new middle tier server, the one or more 
extended assemblies that correspond to the one or more data types that have been 
determined to be deployed, such that the one or more data types as transmitted to, and 
received by, the new middle tier server are consistent and compatible with one or more 
data types of the same kind on other middle tier servers in the system, and which were 
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received by the other middle tier servers from the back end server, (information 
interchange with components, paragraph [0196]) 

Gombocz does not explicitly indicate "and the back end server acting as a single 
and centralized source from which all middle tier servers obtain all data types used by 
any other of the plurality of middle tier servers". 

However, Wong discloses "and the back end server acting as a single and 
centralized source from which all middle tier servers obtain all data types used by any 
other of the plurality of middle tier servers" (master site, column 6, lines 14-20). 

It would have been obvious to one of ordinary skill in the art at the time the 
invention was made to combine Gombocz and Wong because using the steps of "and 
the back end server acting as a single and centralized source from which all middle tier 
servers obtain all data types used by any other of the plurality of middle tier servers" 
would have given those skilled in the art the tools to improve the invention by maintain 
database types across networks. This gives the user the advantage of not having 
inconsistent types. 

Neither Gombocz nor Wong explicitly indicate "and such that the plurality of 
middle tier servers each obtain all data ... from the single and centralized source which 
operates at a different tier than the plurality of middle tier servers". 

However, Burstein discloses "and such that the plurality of middle tier servers 
each obtain all data ... from the single and centralized source which operates at a 
different tier than the plurality of middle tier servers" (a back-end server, column 6, lines 
29-34). 
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It would have been obvious to one of ordinary skill in the art at the time the 
invention was made to combine Gombocz . Wong and Burstein because using the steps 
of "and such that the plurality of middle tier servers each obtain all data ... from the 
single and centralized source which operates at a different tier than the plurality of 
middle tier servers" would have given those skilled in the art the tools to improve the 
invention by allowing a particular function to be centralized on a particular server. This 
gives the user the advantage of only having to update a single server. 

As per claim 18, Gombocz teaches 

the act of determining is further based at least in part on the new middle tier 
server identifying what other data types are supported, and identifying that the one or 
more data types to be deployed are not supported at the new middle tier server, 
(paragraph [0134]) 

As per claim 21 , Gombocz teaches 

In a multi-tier server system that includes a back end server at a first tier and a 
plurality of additional servers at a middle tier, each additional server using multiple types 
of data objects that must be defined on the plurality of additional servers before the data 
objects can be used by the plurality of middle tier servers, a method for deploying one 
or more data types from the back end server to the plurality of middle tier servers in a 
manner that maintains consistency and compatibility in the definitions of the data types 
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and in code associated with each data type as stored on each middle tier server in the 
system, the method comprising: (see abstract and bacl<ground) 

an act of creating a special table in a database of the back end server, the 
special table Including one or more fields for storing data identifying a data type used by 
the plurality of middle tier servers and corresponding executable code for enabling 
processing of data associated with the data type, the database of the back end server 
acting as a repository for storing each data type used by any of the plurality of middle 
tier servers, ... and the corresponding code required to enable use of the data types by 
the plurality of middle tier servers; (data type, access and structure definition tables, 
application type, database definition generator, application/database definition 
generator enables detection of structural and functional information necessary for 
standardization, paragraph [0194]-[0195]) 

a step for deploying the data type from the back end server to one or more of the 
plurality of middle tier servers, upon request, such that the data type as transmitted to 
and received by the one or more of the plurality of middle tier servers in the multi-tiei" 
server system is consistent and compatible with a data type of the same kind stored on 
other middle tier servers in the system, (information interchange with components, 
paragraph [0196]). 

Gombocz does not explicitly indicate "and the back end server acting as a single 
and centralized source from which all middle tier servers obtain all data types used by 
any other of the plurality of middle tier servers". 
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However, Wong discloses "and tlie bacl^ end server acting as a single and 
centralized source from which all middle tier servers obtain all data types used by any 
other of the plurality of middle tier servers" (master site, column 6, lines 14-20). 

It would have been obvious to one of ordinary sl<ill in the art at the time the 
invention was made to combine Gombocz and Wong because using the steps of "and 
the back end server acting as a single and centralized source from which all middle tier 
servers obtain all data types used by any other of the plurality of middle tier servers" 
would have given those skilled in the art the tools to improve the invention by maintain 
database types across networks. This gives the user the advantage of not having 
inconsistent types. 

Neither Gombocz nor Wong explicitly indicate "and such that the plurality of 
middle tier servers each obtain all data ... from the single and centralized source which 
operates at a different tier than the plurality of middle tier servers". 

However, Burstein discloses "and such that the plurality of middle tier servers 
each obtain all data ... from the single and centralized source which operates at a 
different tier than the plurality of middle tier servers"(a back-end server, column 6, lines 
29-34). 

It would have been obvious to one of ordinary skill In the art at the time the 
invention was made to combine Gombocz . Wong and Burstein because using the steps 
of "and such that the plurality of middle tier sen/ers each obtain all data ... from the 
single and centralized source which operates at a different tier than the plurality of 
middle tier servers" would have given those skilled in the art the tools to improve the 
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invention by allowing a particular function to be centralized on a particular server. This 
gives the user the advantage of only having to update a single server. 

As per claim 22, Gombocz teaches 

the step for deploying the data type to the one or more middle tier servers upon 
request comprises corresponding acts that include: an act of identifying the data type to 
be deployed based on receipt of the data type at the one or more of the plurality of 
middle-tier servers, and the one or more of the plurality of middle-tier servers requesting 
an extended assembly for the data type since the data type cannot be processed at the 
one or more of the plurality of middle tier servers; (application/database definition 
generator enables detection of structural and functional information necessary for 
standardization, paragraph [0194]-[0195]) 

an act of obtaining an extended assembly that corresponds to the data type to be 
deployed, the extended assembly including the data from the special table identifying 
the data type and the executable code for enabling processing of the data associated 
with the data type; (application/database definition generator enables detection of 
structural and functional information necessary for standardization, paragraph [0194]- 
[0195]) 

and an act of transmitting the extended assembly to the one or more of the 
plurality of middle tier servers in the multi-tier system that requested the extended 
assembly, (information interchange with components, paragraph [0196]) 
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As per claim 23, Gombocz teaches 

an act of creating logic in the one or more of the plurality of middle tier servers 
that enables utilization of the extended assembly, (paragraph [0134]) 

As per claim 24, Gombocz teaches 

an act of creating at least one object table in the database of the back end server 
that includes at least some infonnation defining the data type, and wherein the extended 
assembly includes the at least some information, (paragraph [0205]) 

As per claim 25, Gombocz teaches 

A computer program product for use in a multi-tier server system that includes a 
back end server at a first tier and a plurality of additional servers at a middle tier, each 
additional server using multiple types of data objects that must be defined on the 
plurality of additional servers before the data objects can be used by the plurality of 
middle tier servers, the computer program product including one or more computer 
readable storage media having stored thereon computer-executable instructions for 
implementing a method for deploying one or more data types from the back end server 
to the plurality of middle tier servers in a manner that maintains consistency and 
compatibility in the definitions of the data types and in code associated with each data 
type as stored on each middle tier server in the system, the method comprising: (see 
abstract and background) 
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an act of creating a special table in a database of the back end server, the 
special table including one or more fields for storing data identifying data types used by 
the plurality of middle tier servers and corresponding code for enabling use of each of 
the data types, the database of the back end server acting as a repository storing each 
data type used by any of the plurality of middle tier servers, ... and the corresponding 
code required to enable use of the data types by the plurality of middle tier servers; 
(data type, access and structure definition tables, application type, database definition 
generator, application/database definition generator enables detection of structural and 
functional information necessary for standardization, paragraph [0194]-[0195]) 

an act of identifying a data type to be deployed from the back end server to one 
or more of the plurality of middle tier servers; (application/database definition generator 
enables detection of structural and functional information necessary for standardization, 
paragraph [0194H0195]) 

an act of obtaining an extended assembly that corresponds to the data type to be 
deployed, the extended assembly including data obtained from the special table, 
including data identifying the data type, one or more definitions of the data type, and the 
code for enabling processing of data associated with the data type; 
(application/database definition generator enables detection of structural and functional 
information necessary for standardization, paragraph [0194]-[0195]) 

and an act of transmitting the extended assembly to one or more of the plurality 
of middle tier servers in the multi-tier system such that the data type as transmitted to 
and received by the one or more of the plurality of middle tier servers in the multi tier 
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system is consistent and compatible with a data type of the same kind stored on other 
middle tier servers in the system, (information interchange with components, paragraph 
[0196]) 

Gombocz does not explicitly indicate "and the back end server acting as a single 
and centralized source from which all middle tier servers obtain all data types used by 
any other of the plurality of middle tier servers". 

However. Wong discloses "and the back end server acting as a single and 
centralized source from which all middle tier servers obtain all data types used by any 
other of the plurality of middle tier servers" (master site, column 6, lines 14-20). 

It would have been obvious to one of ordinary skill in the art at the time the 
invention was made to combine Gombocz and Wong because using the steps of "and 
the back end server acting as a single and centralized source from which all middle tier 
servers obtain all data types used by any other of the plurality of middle tier servers" 
would have given those skilled in the art the tools to improve the invention by maintain 
database types across networks. This gives the user the advantage of not having 
inconsistent types. 

Neither Gombocz nor Wong explicitly indicate "and such that the plurality of 
middle tier servers each obtain all data ... from the single and centralized source which 
operates at a different tier than the plurality of middle tier servers". 

However, Burstein discloses "and such that the plurality of middle tier servers 
each obtain all data ... from the single and centralized source which operates at a 
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different tier than the plurality of middle tier servers"(a back-end server, column 6, lines 
29-34). 

It would have been obvious to one of ordinary skill in the art at the time the 
invention was made to combine Gombocz . Wong and Burstein because using the steps 
of "and such that the plurality of middle tier servers each obtain all data ... from the 
single and centralized source which operates at a different tier than the plurality of 
middle tier servers" would have given those skilled in the art the tools to improve the 
invention by allowing a particular function to be centralized on a particular server. This 
gives the user the advantage of only having to update a single server. 

As per claim 26, Gombocz teaches 

the method further includes an act of creating logic modules in the one or more of 
the plurality of middle tier servers that enable the one or more of the plurality of middle 
tier servers to query for the extended assembly, (paragraph [0207]) 

As per claim 27, Gombocz teaches 

the back end server includes an SQL server, (paragraph [0032]) 
As per claim 28, Gombocz teaches 

the one or more of the plurality of middle tier servers includes an email server, 
(paragraph [0137]) 
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As per claim 30, Gombocz teaches 

tlie act of identifying the data type to be deployed includes determining that the 
one or more of the plurality of middle tier servers has requested the extended assembly, 
since the one or more of the plurality of middle tier servers are not yet enabled for the 
data type, (paragraph [0134]) 

As per claim 31 , Gombocz teaches 

the method further includes an act of adding a new middle tier server to the multi- 
tier system, and wherein the new middle tier server comprises the one or more of the 
plurality of middle tier servers that has requested the extended assembly, (paragraph 
[0207]) 

As per claim 32, Gombocz teaches 

an act of creating one or more object tables that are linked to the special table 
and that include additional information defining the data type to be deployed, and 
wherein the extended assembly also includes the additional information, (paragraph 
[0205]) 

As per claim 33, Gombocz teaches 

the method further includes modifying at least one of the special table and the 
one or more object tables, (paragraph [0207]) 
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As per claim 34, Gombocz teaches 

the extended assembly Is a single data structure that includes all the data . 
required to enable the one or more of the plurality of middle tier servers to use the data 
type, (paragraph [0134]) 

As per claim 35, Gombocz teaches 

the one or more of the plurality of middle tier servers have limited program code 
means to process data associated with less than all of the data types in the multi-tier 
system, and the back end server has all program code means to process any data 
associated with all of the data types in the multi-tier system, (paragraph [0207]) 

As per claim 36, Gombocz teaches 

the one or more of the plurality of middle tier servers are only equipped to 
recognize and process data objects associated with a particular data type when 
program code means comprising executable machine code of the extended assembly 
for the particular data type has been received from the back end server and installed at 
the one or more of the plurality of middle tier servers, (paragraph [0205]) 

As per claim 37, Gombocz teaches 

At a middle tier server in a multi-tier database server system that includes a back 
end database server at a first tier and a plurality of additional database servers at a 
middle tier, wherein the plurality of middle tier servers are configured to process data 
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corresponding to data types defined by the bacl< end server at the first tier, a method for 
deploying one or more data types from the back end server to the plurality of middle tier 
servers in a manner that maintains consistency and compatibility in the definitions of the 
data types and in code associated with each data type in the multi-tier database server 
system, the method comprising: (see abstract and background) 

an act of receiving at a middle tier server one or more data objects from a back 
end server, the one or more received data objects associated with at least one data 
type; (information interchange with components, paragraph [0196]) 

an act of initiating one or more processing functions for the one or more received 
data objects associated with the at least one data type; (application/database definition 
generator enables detection of structural and functional information necessary for 
standardization, paragraph [0194H0195]) 

an act of identifying that the at least one data type of the one or more data 
objects is not recognized, such that the initiated one or more initiated processing 
functions have failed at the middle tier server; (application/database definition generator 
enables detection of structural and functional information necessary for standardization, 
paragraph [01 94]-[01 95]) 

an act of pulling one or more extended assemblies corresponding to the at least 
one data type from the back end server, wherein the one or more extended assemblies 
were generated by the back end server in response to a request from the middle tier 
server to pull the one or more extended assemblies, wherein the back end server acts 
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as a repository for each data type used by any of the plurality of middle tier servers; 
(information interchange with components, paragraph [0196]) 

and an act of processing the one or more data objects associated with the at 
least one data type using the pulled one or more extended assemblies, wherein the 
middle tier server successfully recognizes the at least one data type, and successfully 
processes the one or more received data objects associated with the at least one data 
type, (application/database definition generator enables detection of structural and 
functional information necessary for standardization, paragraph [0194]-[0195]) 

Gombocz does not explicitly indicate "and as a single and centralized source 
from which each of the plurality of middle tier servers obtains all extendable assemblies 
corresponding to all data types used by any other of the plurality of middle tier servers". 

However, Wong discloses "and as a single and centralized source from which 
each of the plurality of middle tier servers obtains all extendable assemblies 
corresponding to all data types used by any other of the plurality of middle tier servers" 
(master site, column 6, lines 14-20). 

It would have been obvious to one of ordinary skill in the art at the time the 
invention was made to combine Gombocz and Wong because using the steps of "and 
as a single and centralized source from which each of the plurality of middle tier servers 
obtains all extendable assemblies corresponding to all data types used by any other of 
the plurality of middle tier servers" would have given those skilled in the art the tools to 
improve the invention by maintain database types across networks. This gives the user 
the advantage of not having inconsistent types. 
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Neither Gombocz nor Wong explicitly indicate "and such that the plurality of 
middle tier servers each obtain all data ... from the single and centralized source which 
operates at a different tier than the plurality of middle tier servers". 

However, Burstein discloses "and such that the plurality of middle tier servers 
each obtain all data ... from the single and centralized source which operates at a 
different tier than the plurality of middle tier servers" (a back-end server, column 6, lines 
29-34). 

It would have been obvious to one of ordinary skill in the art at the time the 
invention was made to combine Gombocz . Wong and Burstein because using the steps 
of "and such that the plurality of middle tier servers each obtain all data ... from the 
single and centralized source which operates at a different tier than the plurality of 
middle tier servers" would have given those skilled in the art the tools to improve the 
invention by allowing a particular function to be centralized on a particular server. This 
gives the user the advantage of only having to update a single sen/er. 

As per claim 38, Gombocz teaches 

the one or more pulled extended assemblies comprise computer executable 
instructions that, when executed at the middle tier server, cause one or more 
processors at the middle tier server to format the one or more data objects so that the 
one or more data objects can be processed, (paragraph [0205]) 
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Response to Arguments 

5. Applicant's arguments with respect to claims 1 -5,7-18,21 -28,30-38 have been 
considered but are moot in view of the new ground(s) of rejection. 



Conclusion 

6. The prior art made of record, listed on form PTO-892, and not relied upon is 
considered pertinent to applicant's disclosure. 

Any inquiry concerning this communication or earlier communications from the 
examiner should be directed to Jay A. Morrison whose telephone number is (571 ) 272- 
71 12. The examiner can normally be reached on M-F 8-4:30. 

If attempts to reach the examiner by telephone are unsuccessful, the examiner's 
supervisor, Tim Vo can be reached on (571 ) 272-3642. The fax phone number for the 
organization where this application or proceeding is assigned is 571-273-8300. 
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Information regarding the status of an application may be obtained from the 
Patent Application Information Retrieval (PAIR) system. Status information for 
published applications may be obtained from either Private PAIR or Public PAIR. 
Status infonnation for unpublished applications is available through Private PAIR only. 
For more information about the PAIR system, see http://pair-direct.uspto.gov. Should 
you have questions on access to the Private PAIR system, contact the Electronic 
Business Center (EBC) at 866-217-9197 (toll-free). 
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